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Accessories

Our range of accessories are designed to compliment the other products
featured in this brochure.
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12v Power Supply Unit Sensor Housing Powered Relay Card
Part Ref: Heatmiser PS1 Part Ref: Heatmiser ENO30 Part Ref: Heatmiser PRC
The Heatmiser PS1 is our 12v power supply This sensor housing is ideal for use in The powered relay card is designed for use
designed to power our low voltage ensuites to house the remote sensor probe. with our 12v network thermostats. A 12v DC
thermostats. Up to 16 thermostats can The remote sensor probe is then wired back output is provided to power the thermostats
be powered by the PS1. to the thermostat installed in the corridor as well as 2 volt free switch outputs.

or adjacent rooms.

Infrared Remote

Control
Part Ref: Heatmiser RM1

In-Line Wax Valve
Part Ref: VAL-012

This valve is designed to
cut into the pipe-work
leading to the radiator
to give independent
control of each radiator.
It is intended to be used
in conjunction with the UH1

wiring centre and low voltage thermostats.

The Heatmiser RM1 gives the
user remote control of the set
temperature.
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+ LCD shows set temperature
Remote Sensor Probe + On/Off Button

Part Ref: Heatmiser MISC103 + Temperature Limit 18-35°C
+ Range - Line of Sight

This remote sensor probe can be used to
measure air and floor temperature. This probe
is supplied with a 3 meter cable which can be
extended to 20 meters if required.

Compatible with Slimline
Thermostat Series.

External Aerial Slimline Wireless Repeater
Part Ref: EA1 Part Ref: WR1

Our external aerial is designed to work with our ~ The WR1 is our 230V powered wireless re-
UH1-W Wireless Receiver. Radio Frequency (RF)  peater, designed to work with our slimline wire-

communication is affected by metal objects less thermostats. The wireless repeater can be
and so this external aerial is ideal for those used to extend the communication distance be-
installation where the UH1-W will be installed tween thermostat and receiver. It is compatible
in a metal cupboard. It is also perfect for with the slimline wireless thermostats and the

extending the RF coverage within your property. ~ UH1, RC1-W and RC2-W receivers.
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heatm(i)ser
Thermostats

From the surface mount DS-FC to the flush mount HC, our fan
thermostats offer great functionality and have been designed with
simplicity in mind.
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Surface Mount

STYLISH THERMOSTATS FOR MODERN LIVING

The Heatmiser HC is our digjtal fan thermostat
offering three modes of operation, ideal for 2
and 4 pipe heating and cooling systems. In
addition, it provides a three speed fan output
which can be set to manual or automatic mode.

Auto, High, Medium and Low fan speed is
available on the Heatmiser HC.

The Heatmiser HC thermostat is flush mount,
resulting in a depth of only 13mm after
installation.

The Heatmiser DS-FC is our dial type, surface
mount fan thermostat with manual heat mode

The Heatmiser HC can operate in Heating,
Cooling or Automatic mode. In automatic
mode, the thermostat will automatically
switch between heating and cooling according
to the desired set temperature. A deadband
setting is introduced in this mode to prevent a
conflict between heating and cooling.

Available in 3 plastic finishes:

Silver White Brass

Accuracy is ensured by using the latest NTC
thermistor technology.

selection. DS-FC = AC 220V 50/30H|_z
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LED indication quickly shows whether the
output is on.
Mounting Type Surface Flush Flush
Digital LCD No Yes Yes
LED Indication Yes No No
Temperature Range 05-30°C 05-35°C 05-35°C
Programmable Model (4 Switching No Yes Yes
times Weekday/Weekend)
Heating & Cooling Control Yes Yes Yes
Automatic Heat/Cool Changeover No Yes Yes
with Deadband
3 Speed Manual Fan Control Yes Yes Yes
3 Speed Auto Fan Control No Yes Yes
Keylock Facility No Yes Yes
Communication Facility No No VYes
Switching Differential +/-1 +/-1 +/-1
Supply 230v 230v 12v
Switching Load 3A 3A 3A
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Distributor:

Heatmiser UK Ltd

8 & 9 Hurstwood Court, Mercer Way
Shadsworth Business Park, Blackburn
Lancashire BB1 2QU, England

Tel: +44 (0)1254 669090

WEEE Fax: +44 (0)1254 669091

Reflecting our policy of continued research and development, we reserve the right Eigr::::o" c € Email: office@heatmiser.co.uk
to modify the specification of our products at any time without prior notice. B \EE/GFO052TQ Web: www.heatmiser.co.uk

DOMESTIC AND

INDUSTRIAL

HEATING CONTROL SYSTEMS

Designed and produced by CDM - 01254 777752





