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Connections for

8 x Zone outputs 
(suitable for 

230v actuators)

230v Output for 
UFH Pump & 

Valve Control

Volt Free Boiler Enable

Component Dimensions

Time Clock
110x100x17mm (L,H,D)

Set Back Thermostat
92x92x17mm (L,H,D)

Wiring Centre
290x200x70mm (L,HD)

Features at a Glance

Simple Effective Control
Our base level heating system offers simple but 
effective control of up to 8 zones*. The UH3 wiring 
centre is the hub of this system and is designed to
work with our 4 channel 230v Time Clock (TM4)
and 230v Set Back Thermostat (DS-SB). On board
the UH3 are two heating time channels. Each zone
allows you to specify which time channel it should
follow. Two additional time channel connections are
provided for hot water control or other auxiliary 
devices. 

* Additional zones can be controlled with the use of a 
second UH3.

Set Back Function
The set back function is a simple way of reducing 
energy costs by automatically reducing the set 
temperature when the heating is timed to be off. 
Standard dial thermostats are either on or off 
according to the time clock controlling the system.
A Set Back Thermostat is different. It will follow the
temperature set on the dial during the timed period
and will automatically reduce the set temperature
by 4˚C when its timed to be off.

Simple Connectivity
The UH3 allows the connection of up to 8 230v
room thermostats. On demand from any zone, a
230v output is provided to switch the relevant zone
actuator, underfloor heating pump and valve. A volt
free connection is supplied for the boiler, making it 
compatible with almost all types of boilers. 

Radiator Zone Control
A simple slide switch makes zone 8 suitable for 
controlling a radiator zone. When used for 
controlling radiators, zone 8 does not enable the 
underfloor heating pump, valve and boiler. 

Neon Indication Window
A window is provided on the UH3 allowing you to
see the power, zone, boiler and valve status without
the need to remove the cover. 

230v Underfloor & Radiator
System with Set Back Facility
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TM4 Time Clock
(4 Independant Channels)
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(Connected to Channel 1)
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Our base level water underfloor heating system uses our UH3 8 zone
wiring centre, flush mount set back thermostats and 4 zone TouchScreen
time clock to create a simple yet cost effective solution.



Standard Products

4 Zone Time Clock

Part Ref:
Heatmiser TM4

Set Back Thermostat

Part Ref:
Heatmiser DS-SB

8 Zone Wiring Centre

Part Ref:
Heatmiser UH3

Standard
Products
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Providing
•  Wiring centre, controlling up to 8 zones 
•  4 Zone Master Time Clock
•  230v Set Back Thermostat in 
   each room

Product List
•  8 Zone Wiring centre
   Part Ref: Heatmiser UH3 (See page 17)
•  4 Zone Time Clock 
   Part Ref: Heatmiser TM4 (See page 07)
•  Set Back Thermostat
   Part Ref: Heatmiser DS-SB (See page 04)
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DS-SB Thermostat
(Connected to Channel 2)

DS-SB Thermostat
(Connected to Channel 1)

ZONE 4 ZONE 5 ZONE 6 ZONE 7 ZONE 8

UH3
YES

NO

UFH Manifold
(Using 230v Actuators)

N

ZONE 5 ZONE 6 ZONE 7 ZONE 8

SL N SLL

1 2

N SLL

1 2

N SLL

1 2

N SLL

1 2

L

SLN

L

SLN

Radiator Zone Valve
To Boiler
Enable

Zone 8 Isolation Switch
If set to YES, Zone 8 enables
the Boiler Pump and Valve.

If set to NO Zone 8 is isolated. 

L N
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Wireless 8 Zone 
Wiring Centre

Part Ref: 
Heatmiser UH1-W

Wireless Slimline 
Thermostat

Part Ref: 
Heatmiser PRT-W

Wireless 
TouchScreen 
Thermostat

Part Ref: 
Heatmiser PRT-UWTS

Simple Pairing Process
Up to 9 UH1-W can be used within the same 
building, allowing control of up to 72 zones. Each
UH1-W has an address setting, clearly marked on 
the PCB. This address, along with the relevant zone
number is configured in the thermostat and that’s 
it - a simple to install, setup and operate system. 

Connectivity
The UH1-W works with up to 8 compatible 
wireless thermostats. On demand from any zone, 
a 230v output is provided to switch the relevant
zone actuator, underfloor heating pump and valve. 
A volt free connection is supplied for the boiler, 
making it compatible with almost all types of 
boilers. 

Hot Water Control
The UH1-W also takes care of the hot water. 
A cylinder thermostat connection and 230v hot 
water valve output are provided. The PRTHW-W /
PRTHW-UWTS is our heating and hot water 
model, offering time and temperature control of 
the heating and time control of the hot water. 

Radiator or Underfloor
A software option in the thermostat allows you to
configure which zones are underfloor heating and
which zones are radiators. Radiator zones will not 
enable the underfloor heating pump and underfloor
heating valve where there is a call for heat.

External Aerial
Should the UH1-W be installed in a metal cupboard
or where the RF signal is weak, an external aerial
can be used. This 3 meter long aerial is equipped
with a magnetic base for simple installation.

This system is not suitable for use in Australia and New Zealand.

Designed to be easy to install 
and operate

Our wireless system is compatible with our wireless thermostats. 
Communication between the thermostat and wiring centre is achieved
by reliable RF (radio frequency) communication, using the 868Mhz
frequency band.

This means, the installer only needs to wire the boiler, pump and 
actuator connections, which are normally all local to the wiring centre.
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To Boiler
Enable

Radi

To Boiler
Enable

Radi

Boiler
(Heating Enable Terminals)

Hot Water Control
(Optional)

DHW Thermostat

DHW Zone Valve

PL

SL

PRTHW-W  
(Programmable Wireless Thermostat)

H A

PRT-W  
(Programmable Wireless Thermostat)

H A

PRT-UWTS  
(Programmable Wireless Thermostat)

Radiators

PERMANENT LIVE

SWITCH LIVE

230V AC Supply
(Via Heating/Hot Water System Fused Spur)

To Boiler
Enable



External Aerial

Part Ref: 
EA1

Optional 
Products
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Slimline Wireless 
Repeater

Part Ref: 
WR1

Providing
•  Wiring centre, controlling up to 8 zones
•  Wireless thermostat in each room

Product List
•  8 Zone Wiring Centre 
   (expandable up to 72 Zones)
   Part Ref: UH1-W (See page 16)
•  Compatible wireless thermostat
   (See page 08 for complete range)
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To Boiler
Enable

Radiator Zone Valve

To Boiler
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Radiator Zone Valveator Zone Valve

ator Zone Valve

Wireless Antenna

UH1

BOILER
ENABLE

(VOLT FREE)

DHW
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FUSE 1
ACTUATORS
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CONTROLS
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VALVE PUMP
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UFH Manifold
(Using 230v Actuators)

N

PRT-W  
(Programmable Wireless Thermostat)

H A

PRT-W  
(Programmable Wireless Thermostat)

H A

PRT-UWTS  
(Programmable Wireless Thermostat)

PRT-W  
(Programmable Wireless Thermostat)

H A

PRT-W  
(Programmable Wireless Thermostat)

H A

Underfloor
Heating
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8 Zone 
Wiring Centre

Part Ref: 
Heatmiser UH1

290x200x70mm (L,H,D)

Slimline 
Thermostat

Part Ref: 
Heatmiser PRT-N

98x85x16mm (L,H,D)

TouchScreen 
Thermostat

Part Ref: 
Heatmiser PRT-NTS

110x100x17mm (L,H,D)

Complete Network Control
Our deluxe heating system offers control of up to
32 zones. What’s more, it provides the ability to
control the entire heating system centrally, with the
TouchPad, or from anywhere in the world with the
NetMonitor. Designed to be used in conjunction
with our Slimline or TouchScreen 12v Network
thermostats, our deluxe heating system really is a
complete package for those wanting superior 
control of their heating system.

Simple Connectivity
The UH1 allows the connection of up to 8 12v 
Network Thermostats. On demand from any zone,
a 230v output is provided to switch the relevant
zone actuator, underfloor heating pump and valve. 
A volt free connection is supplied for the boiler,
making it compatible with almost all types of 
boilers. 

Hot Water Control
The UH1 also takes care of the hot water. A cylinder
thermostat connection and a 230v hot water valve
output are provided. Controlling the hot water from 
the UH1 makes sense, not only because it simplifies 
the wiring, but also because it enables you to 
control your hot water centrally from the TouchPad
and remotely from the NetMonitor. 

Total control 
of your home
heating system

Our deluxe system uses our 12v Network Thermostats to create a 
truly flexible and expandable system. 

Use the Heatmiser Touchpad for instant access to your heating system.
Those with a smartphone or tablet can control their system locally and 
remotely via our free App.*

Fri 10:23h
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NetMonitor/PCLink/TR2
(Optional Items)

230V AC Supply
(Via Heating/Hot Water System Fused Spur)

Boiler
(Heating Enable Terminals)

Hot Water Control
(Optional)

DHW Thermostat

DHW Zone Valve

PL

SL

D

C

PERMANENT LIVE

SWITCH LIVE

To Boiler
Enable

Radiator Zone Control
A simple slide switch makes zone 8 suitable for 
controlling a radiator zone. When used for 
controlling radiators, zone 8 does not enable the 
underfloor heating pump or valve. 

Network Connection
Network ports are provided allowing easy 
connection to our network products. For more 
information on our network products, see 
page 18-20.

* iOS and Android devices supported



Central Control

Part Ref: 
Heatmiser TouchPad

Control up to 32 rooms 
from our TouchPad and 
benefit from total control 
of your heating system 
at your fingertip.

Internet Control

Part Ref: 
Netmonitor / 
Netmonitor +

The Netmonitor gives 
local and remote access 
from any web browser 
giving unrivalled control 
of your heating system. 
The Netmonitor + offers 
SMS (Text Messaging) in 
addition to web browser 
control.

Optional 
Products
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Providing
•   Wiring Centre, controlling up to 8 zones 
•   12v Programmable Thermostats in 
   each room
•   Optional Central Control and 
   Internet Access

Product List
•  8 Zone Wiring Centre (expandable 
   up to 32 Zones)
   Part Ref: Heatmiser UH1 (See page 16)
•  Slimline Thermostat
   Part Ref: Heatmiser PRT-N 
   (See page 05 for complete slimline range)
•  TouchScreen Thermostat
   Part Ref: Heatmiser PRT-NTS 
   (See page 06 for complete 
   TouchScreen range)

Cable Type
•  Belden 9538 or Cat5(e)-ftp 
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UFH Manifold
(Using 230v Actuators)

Network Link
(To other UH1 Units)

UH1

To Boiler
Enable

Radiator Zone Valve

Zone 8 Isolation Switch
If set to YES, Zone 8 enables
the Boiler Pump and Valve.

If set to NO Zone 8 is isolated. 
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(Programmable Thermostat)

PRT-N
(Programmable Thermostat)
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Central TouchPad
(Optional Central Control)

Fri 10:23h

SmartPhone Control
Add the Netmonitor or Netmonitor
+ to your system and take control
of your multi-zone system from
your SmartPhone.
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Designed to 
give Central 
Control within
your home

Part Ref: Heatmiser TouchPad

Designed to work our 12v Network Thermostats,
the Heatmiser TouchPad provides central control
of your home heating system. Up to 32 rooms 
can be controlled from the full colour TFT Display
meaning that walking around each room to turn
up or down the heating is a thing of the past.

The TouchPad is also fully compatible with the
Heatmiser Netmonitor system, our remote 
access system.

Features at a Glance

Home and Away
This feature gives you a simple way of turning 
off your heating system whilst you are away. 
On your return, pressing the Home button will 
re-enable the system. Ideal when you have a 
holiday home and are not sure when you will 
return.

Profiles
Gives the ability to store a set of comfort levels 
for a group of rooms. This setting can be applied 
as and when required, for example at the start of 
a new shift.

Temperature Hold
Use this function to hold a desired temperature 
for a fixed period, ideal for unexpected activities.
Apply to a single or multiple rooms.

Holiday
Use the holiday feature to put the heating into
frost mode whilst you are away. At the end of 
the holiday, each room will revert back to the 
programmed time, ensuring your home is warm
on your return.

Copy Facility
Save time - copy comfort levels between rooms.

Auto GMT Correction
Automatically adjusts the clocks in all of the 
thermostats at the start of summer and winter
time.

History
The TouchPad will store hours run and 
temperature history.

USB Export
The temperature log can be exported via the 
USB connection.

Designed to work with our 12v Network Thermostats, the Heatmiser
TouchPad provides central control of your home heating system.

Features

Display                                        TouchScreen 4.3” TFT Colour LCD

Max No of Zones                       32

Titles                                            Give each room a title 

Home / Away Function              A simple way to turn your heating system off whilst you are away. On your return, 

                                                    pressing Home will re-enable the system. Ideal when you have a holiday home and              

                                                    are not sure when you will return

Temperature Hold                      Use this function to hold a desired temperature for a fixed period. Ideal for unexpected        

                                                    activities. Apply to a single or multiple rooms

Profiles                                         Profiles are a stored set of comfort levels that can be sent to a group of zones             

                                               when required. The profile function is ideal for those with changing shift patterns

Holiday                                       Use the holiday function to put the heating into frost mode whilst you are away. At the       

                                                    end of the holiday, each room will revert back to its programmed time, ensuring your           

                                                    home is warm on your return

Copy Facility                               Save time - copy comfort levels between rooms

Hot Water Boost                        Use the Hot water boost to quickly override the hot water settings

Quick View                                 See at a glance the current thermostat status throughout your building

Auto Time Sync                          Synchronises all of the thermostat clocks on the network

Auto GMT Correction                Automatically corrects the time for Summer/Winter time

History                                        View the hours run for the past 4 weeks and the temperature history for the past 

                                                    24 hours

Key Lock                                      Lock each thermostat to prevent misuse

Passcode Protect                        When enabled, the user must enter a passcode in order to access the system

Fri 10:23h



NetMonitor NetMonitor +

Part Ref: Heatmiser NetMonitor

The Heatmiser NetMonitor allows you to take 
control of your home heating system over the 
internet from any web browser - no additional 
software is required on your PC✝.

Group Feature 
The NetMonitor is all about saving you time and 
the Group feature plays a large part in achieving this
goal. One example of this could be a group 
consisting of all the bedrooms within your home. 

Adding all of the bedrooms to this group allows you
to quickly and easily set the bedroom comfort levels,
enable a temperature hold, place all of the rooms
into set back mode and much more. 

SmartPhone Interface
The Netmonitor & Netmonitor +  (version 3.5 
onwards) includes an interface to your SmartPhone
enabling you to take control of your multi-zone 
system from your SmartPhone.  

*   SMS functions are only available on the NetMonitor 
    + (SIM Card not included).
✝  For remote internet access, you will need a fixed IP address 
    or a router with Dynamic DNS facility.

Designed to give control
from any web browser 
and SMS

The Heatmiser NetMonitor is a self contained unit allowing you to 
control your heating over the internet from any web browser. Simply
plug the NetMonitor in to your router and take complete control!

Part Ref: Heatmiser NetMonitor +

The NetMonitor + allows you to control your
heating system via SMS. 

Functions include:

•   Home / Away (Places your system into set 
   back mode)
•   Set a temperature in individual rooms or to 
   all rooms
•   Turn the Hot water on or off
•   Request the actual and set temperature status
   from any room
•   Receive Alarm Notifications
•   Enable or Disable any of the 6 outputs

Features

Max No of Zones                       32

Titles                                            Each room can be given a title

Home / Away Function              A simple way to turn your heating system off whilst you are away. On your return,               

                                                    pressing Home will re-enable the system. Ideal when you have a holiday home and 

                                                    are not sure when you will return

Program Each Thermostat         Program the comfort levels for each thermostat

Temperature Hold                      This function allows you to hold a desired temperature for a certain period, ideal for 

                                                    unexpected activities. Apply to a single or multiple rooms

Key Lock                                      Lock each thermostat to prevent misuse

Alarm Facility                              6 Alarm inputs are provided and can be used to trigger an email. SMS*and relay output

Sensor Facility with                    6 Remote sensors can be connected and can be setup to trigger an email/SMS* 

High/Low Limits                         and relay output if the temperature limit is reached

Outputs                                      6 12v Outputs are provided and can be used to enable auxiliary devices
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Live View
The NetMonitor has an innovative 
Live View display, giving you an 
instant overview of the room 
selected. 

Alarm Facility
Receive an email or SMS* when 
any of the 6 alarms are triggered. 
In addition, you can setup how each alarm is 
handled, for example when an alarm is triggered 
a relay output could be enabled. 

Temperature Sensors
6 temperature sensors can be connected to the 
NetMonitor. The NetMonitor can be programmed
to notify you by email or SMS* should any sensor
drop or rise above the programmable temperature
limit. 



Single Zone - Standard Features

SmartPhone Apps

Real Time Temperature Display
Our SmartPhone Apps present a real time view 
of the temperature in your home – no more 
wondering if your home is freezing whilst you are
away on your winter holiday.

Easy programming of your Heating 
& Hot Water
We are often told that our TouchScreen 
thermostats are simple to program – but now they
are even easier! The SmartPhone Apps let you edit
your heating levels in 5/2 day or 7 day mode, 
and because it’s so simple you are more likely to
re-program as your schedule changes – saving you
energy. On the hot water model, the hot water
switching times can be edited.

Temperature Override made Easy
Need an easy way to override the programmed
temperature? No problem, the app lets you 
override the temperature until the next 
programmed level or you can use the hold facility
and hold a temperature for a specific duration. 

Holiday
The Thermostats have a holiday program that can
be set from the App. During the holiday period, the
thermostat will maintain the frost temperature set
within your thermostat – ensuring your home is
protected against the elements. 

Multi Zone Systems 

Wired Network Systems:Those looking to 
control their wired network system via our app will
require our Netmonitor with firmware version 3.5.

WiFi Thermostat Systems: Those looking to 
control multiple WiFi Thermostats via our app will
require our Multi-Link module. 

Global Functions 
Locking several thermostats, holding a temperature
in several zones or placing your system in Away
mode is possible on the multi-room system.  

Profiles & Groups
Profiles give you the ability to store a set of 
comfort levels for a group of rooms. This setting
can be applied 
as and when 
required, for 
example at 
the start of a 
new shift. 

Multi Zone Dashboard
Those with multiple zones will see the Zone 
Dashboard, a quick and easy way to access the
zones within your home.

From this screen, you can quickly edit the 
temperature and get an instant status update 
per zone. 

The Global Tab changes via the Global Function Tab.

Our SmartPhone Applications, available free from the App Store and
Google Marketplace, must be the easiest and most convenient way 
to control your heating system.

Function                                                                             Single Zone System                                       Multi Zone System *

Room Temperature Display  

(0.1 Resolution)                                                                         
Yes                                                         Yes

Heating Comfort Level Programming                                      Yes                                                         Yes

Hot water Time Programming                                                  Yes                                                         Yes

Copy Facility                                                                              Yes                                                         Yes

HW Boost Facility                                                                     Yes                                                         Yes

Temperature Hold                                                                     Yes                                                         Yes

Global Temperature Hold                                                          No                                                         Yes

Lock Facility                                                                               Yes                                                         Yes

Global Lock Facility                                                                   No                                                         Yes

Home/Away Function                                                               Yes                                                         Yes

Summer Function                                                                      Yes                                                         Yes

Holiday Function                                                                       Yes                                                         Yes

Group Function                                                                         No                                                         Yes

Profile Function                                                                          No                                                         Yes

Clock (Time Sync)                                                                      Yes                                                         Yes
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Digital Fan Thermostat Dial Type Fan Thermostat

Heating

AC 220V 50/60HzDS-FC
L N   L

Val2

Val1

Low

Med

Hi

N

Cooling

Fan

The Heatmiser HC is our digital fan thermostat 
offering three modes of operation, ideal for 2 and 
4 pipe heating and cooling systems. In addition, it 
provides a three speed fan output which can be 
set to manual or automatic mode.

Fan Speed Control
Auto, High, Medium and Low fan speed is 
available on the Heatmiser HC.

Slimline Design
The Heatmiser HC thermostat is flush mount, 
resulting in a depth of only 13mm after 
installation. 

Heat/Cool/Auto Mode
The Heatmiser HC can operate in Heating, 
Cooling or Automatic mode. In automatic mode,
the thermostat will automatically switch between
heating and cooling according to the desired set
temperature. A deadband setting is introduced in
this mode to prevent a conflict between heating
and cooling. 

Dial and Slimline 
Fan Thermostats

From the surface mount DS-FC to the flush mount HC, our fan thermostats
offer great functionality and have been designed with simplicity in mind. 

The Heatmiser DS-FC is our dial type, surface
mount fan thermostat with manual heat mode 
selection.

Mode Selection
Slide switch selection between Heat & Cool.

Fan Speed Selection
Slide switch selection between high, medium and 
low fan speed.

Output On Indication
LED indication quickly shows whether the output 
is on.

Thermistor Based Technology
Accuracy is ensured by using the latest NTC 
thermistor technology.

Fan Thermostats

Features                                                                                            DS-FC                                          HC                                          HC-N

Mounting Type                                                                Surface                               Flush                                 Flush

Digital LCD                                                                          No                                    Yes                                    Yes

LED Indication                                                                     Yes                                    No                                    No

Temperature Range                                                        05-30°C                           05-35°C                           05-35°C

Programmable Model (4 Switching                                  No                                    Yes                                    Yes

times Weekday/Weekend)                                                    

Heating & Cooling Control                                                Yes                                    Yes                                    Yes

Automatic Heat/Cool Changeover                                   No                                    Yes                                    Yes

with Deadband                                                                      

3 Speed Manual Fan Control                                              Yes                                    Yes                                    Yes

3 Speed Auto Fan Control                                                  No                                    Yes                                    Yes

Keylock Facility                                                                    No                                    Yes                                    Yes

Communication Facility                                                     No                                    No                                    Yes

Switching Differential                                                       +/- 1                                +/- 1                                +/- 1

Supply                                                                                230v                                 230v                                  12v

Switching Load                                                                    3A                                     3A                                     3A

Fan Thermostat Models

H A
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NETWORK

PRT/W PRT/HW-W PRT/UWTS PRT/HW
/UWTS

12v Network Thermostat 
Wiring Centre
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Part Ref: Heatmiser UH1

The UH1 is designed to be used in conjunction with
our 12v network thermostats. The UH1 provides
central switching and is therefore ideally situated
next to the underfloor heating manifold. 8 zones can
be controlled as well as providing an output for a hot
water cylinder. On demand from any zone, a 230v
output is provided to switch the relevant zone
actuators, underfloor heating pump and valve. 
A volt free connection is supplied for the boiler,
making it compatible with almost all types of boilers.
Up to 6 actuators can be connected to each zone. 

An option is provided to turn zone 8 into a 
radiator zone. In this mode the underfloor heating
pump, valve and boiler are not enabled when 
there is a call for heat from zone 8.

The UH1 provides a network port allowing 
connection to our network products, including 
the central TouchPad, NetMonitor and PCLink. 

Wireless 230v 8 Zone 
Wiring Centre

Part Ref: Heatmiser UH1W

The UH1-W is designed to be used in conjunction
with our compatible wireless thermostats. The 
UH1-W provides central switching and is therefore
ideally situated next to the underfloor heating 
manifold. 8 zones can be controlled as well as 
providing an output for a hot water cylinder. On 
demand from any zone, a 230v output is provided 
to switch the relevant zone actuators, underfloor
heating pump and valve. A volt free connection is
supplied for the boiler, making it compatible with 
almost all types of boilers. Up to 6 actuators can 
be connected to each zone. An external aerial is
available for use when the UH1-W is being
mounted in a metal cupboard or when the wireless
signal is restricted. 

A software option in the thermostat allows you to
configure which zones are underfloor heating and
which zones are radiators. 

Our central wiring switch boxes have been designed to simplify the wiring
process. Using our wiring centres in your application means that the 
actuator, boiler and pump connections are wired from a single point. 

Multi-zone wiring centres 
- Designed to make 
installation simple

Heatmiser UH1 Heatmiser UH1-W
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UH1-W is not suitable for use in Australia and New Zealand.
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Part Ref: Heatmiser UH2

The UH2 can be used in conjunction with our
mains thermostats. The UH2 provides central
switching of up to 4 zone actuators as well as 
providing an output for a hot water cylinder and
the heating system boiler and pump. When used
for underfloor heating, an option is available to 
use zone 4 for conventional radiator control. Up 
to 6 actuators can be connected to each zone. 

Part Ref: Heatmiser UH3

The UH3 is designed to work with our 4 channel
230v time clock (TM4) and 230v Set back 
thermostat (DS-SB) but equally could be used with
any 230v room thermostat. Up to 8 zones can be
controlled from the UH3. On board the UH3 are 
two heating time channels, each zone allows you 
to specify which time channel it should follow. 
2 additional time channel connections are provided
for hot water control or other auxiliary devices. 

On demand from any zone, a 230v output is 
provided to switch the relevant zone actuator, 
underfloor heating pump and valve. A volt free 
connection is supplied for the boiler, making it 
compatible with almost all types of boilers. 

A simple slide switch makes zone 8 suitable for 
controlling a radiator zone. When used for 
controlling radiators, zone 8 does not enable the 
underfloor heating pump, valve and boiler. 
Up to 4 actuators can be connected to each zone.

Heatmiser UH2 Heatmiser UH3

Mains Thermostats Compatible
Wiring Centres

Our UH2 and UH3 wiring centres are designed to work with our 
230v thermostats. The new UH2 is ideal for smaller systems, up to 
4 zones and the UH3 for 8 zones.
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12v Power Supply Unit
Part Ref: Heatmiser PS1

The Heatmiser PS1 is our 12v power supply 
designed to power our low voltage thermostats.
Up to 16 thermostats can be powered by the PS1.

Sensor Housing
Part Ref: Heatmiser EN030

This sensor housing is ideal for use in 
ensuites to house the remote sensor probe. 
The remote sensor probe is then wired back 
to the thermostat installed in the corridor 
or adjacent rooms. 

Powered Relay Card
Part Ref: Heatmiser PRC

The powered relay card is designed for use 
with our 12v network thermostats. A 12v DC 
output is provided to power the thermostats 
as well as 2 volt free switch outputs. 

Our range of accessories are designed to compliment the other 
products featured in this brochure.

In-Line Wax Valve
Part Ref: VAL-012

This valve is designed to cut into the pipe-work
leading to the radiator to give independent control
of each radiator. It is intended to be used in 
conjunction with the UH1 wiring centre and low
voltage thermostats. 

Remote Sensor Probe
Part Ref: Heatmiser MISC103

This remote sensor probe can be used to measure
air and floor temperature. This probe is supplied
with a 3 meter cable which can be extended to 
20 meters if required. 

External Aerial
Part Ref: EA1

Our external aerial is designed to work with our
UH1-W Wireless Receiver. Radio Frequency (RF)
communication is affected by metal objects and
so this external aerial is ideal for those 
installation where the UH1-W will be installed 
in a metal cupboard. It is also perfect for 
extending the RF coverage within your property.

Infrared Remote Control
Part Ref: Heatmiser RM1

The Heatmiser RM1 gives the user remote control
of the set temperature.

•   LCD shows set temperature
•   On/Off Button
•   Temperature Limit 18-35°C
•   Range - Line of Sight

Compatible with 
Slimline Thermostat 
Series.

Slimline Wireless Repeater
Part Ref: WR1

The WR1 is our 230V powered wireless repeater,
designed to work with our slimline wireless 
thermostats. The wireless repeater can be used 
to extend the communication distance between
thermostat and receiver. It is compatible with 
the slimline wireless thermostats and the UH1, 
RC1-W and RC2-W receivers. 
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More Products 
from Heatmiser

We have an extensive range of Industrial Products, ideally suited 
for warm air heater and boiler sequencing applications.

Heatmiser in brief

Heatmiser UK, originally G&M Kay, was formed in
1968 by Gordon and Margaret Kay in Darwen,
Lancashire. Throughout the 70s the company 
undertook electrical and heating installation work
on behalf of British Gas, Local Government and
other local companies. 

In the mid-80s, whilst still working closely with
British Gas, Gordon Kay decided it was time to 
design an all new, more user friendly heating 
control to complement his installation business. 

In 1988 an all new three zone heating control was
designed - and was the first control to be given 
the name "Heatmiser" It was also taken on-board
by British Gas and was branded with their logo.

By the mid-90s our product range had grown in
size, and now included a full range of controls for
the warm air and radiant heating market as well 
as boiler sequence controls. 

2001 saw the company name change from G&M
Kay to Heatmiser UK Ltd - giving strength to the
Heatmiser brand which is fast becoming the
favoured choice amongst installers and OEMs.

Warm Air & Radiant Controls

We offer 2 models that are ideally suited for the
gas fired warm air and radiant heating market.
Simple to use, and feature rich, the IQ series is 
perfect for single and multi-zone heating systems.

Single & Multi-Boiler Controls

We have Single and multi-boiler systems covered
with our extensive range of boiler controllers. The
Heatmiser Boilerman is perfect for single boilers,
the Senior can control 3 zones and the Heatmiser
Plus offers sequencing control of up to 6 boilers
along with weather compensation, PC Control 
and ECA approval.  

For more information on any of our industrial
products or to receive a brochure, please contact
our sales office.

Warm Air 
& Radiant
Controls

Single & 
Multi-Boiler 
Controls



Heatmiser UK Ltd

8 & 9 Hurstwood Court, Mercer Way

Shadsworth Business Park, Blackburn

Lancashire BB1 2QU, England

Tel: +44 (0)1254 669090  

Fax: +44 (0)1254 669091

Email: office@heatmiser.co.uk 

Web: www.heatmiser.co.uk

Twitter: heatmiseruk

Facebook: facebook.com\thermostats
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Reflecting our policy of continued 
research and development, we 
reserve the right to modify the 
specification of our products at 
any time without prior notice.

WEEE
Registration
Number:
WEE/GF0052TQ

Distributor:
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Find us on 

Facebook

FOLLOW US


